
BADLY CONSTRUCTED RIGS CAN KILL 
AND INJURE FISH

ÅRULE 14.4 All terminal rigs must be 
constructed so as to prevent leads and 
excessive lengths of line remaining attached to 
fish in the event of a line breakage.

ÅRULE 6.3 Water Bailiffs are authorised to 
ƛƴǎǇŜŎǘ ŀƴȅ ƳŜƳōŜǊΩǎ ǊƛƎǎ ŀƴŘ ǘŀŎƪƭŜΦ  ¦ǎŜ ƻŦ 
any rig or tackle considered to be unsafe will 
be reported to the Committee.

RANDOM RIG INSPECTIONS ARE TAKING PLACE



RECOVERED FROM BROOM LAKE
[ŜŀŘ ŦƛȄŜŘ ōȅ ŀǘǘŀŎƘƛƴƎ ǘƻ ǎǇƭƛǘ ǊƛƴƎΗΗ  ! ǇƻǘŜƴǘƛŀƭ ΨŘŜŀǘƘ ǊƛƎΩ ŀǎ ǘƘŜ ƭŜŀŘ ŎƻǳƭŘ ƴŜǾŜǊ 

ōŜ ǊŜƭŜŀǎŜŘΦ  ²Ƙȅ ǿŀǎƴΩǘ ƛǘ ŀǘǘŀŎƘŜŘ ǘƻ ǘƘŜ ǎŀŦŜǘȅ ŎƭƛǇΚ



RECOVERED FROM BROOM LAKE
Loop tied in both ends of leadcoreand quicklinkattached for tying to mainline!!!
Safety clip not attached to a swivel (just slid over knot on leadcore) so clip and lead 
would slide down leadcoreuntil they hit the knot and quicklinkΗΗ   ! ǇƻǘŜƴǘƛŀƭ ΨŘŜŀǘƘ ǊƛƎΩ 
as the lead would not be released. 



Rig removed from a 20lb Airman catfish.  The 3oz free running lead could not 
slide off as the 15mm length of silicone rig tubing had bunched up solid on a 
tiny amount of weed stopping the 6mm bead from sliding along the leadcore!!  
If the 6mm bead was mounted on a much smaller length of silicone rig tubing it 
would have probably slid off allowing the lead to be released.

Bolt rig ?
6mm bead 
mounted on 
15mm length of 
silicone tubing

ATTENTION TO DETAIL REQUIRED


